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Requires that you notch the countertop overhang to fit the control panels 
of the side burners.

XOGSIDEBURN: Twin Burner Unit

XOGPOWER60K
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When the countertop
is overhung - 
It must be notched back
9/16” on both sides.

10 1/2”

11 1/2”

24 1/4”

 

When the countertop
is overhung - 
It must be notched back
9/16” on both sides.

10 1/2”

14 1/2”

19”







appropriate Massachusetts license.

2. All permanently-installed natural gas or propane installations require a “T” handle type
manual gas valve be installed in the gas supply line to this appliance.

3. This does not apply to portable propane installations using a 20 pound cylinder.

      WARNING! CALIFORNIA PROPOSITION 65

1. The burning of gas cooking fuel generates some by-products which are on the
list of substances which are known by the State of California to cause cancer or
reproductive harm.

2. California law requires businesses to warn customers of potential exposure to such

according to the use and care instructions found in this manual. Be certain to provide
adequate ventilation when cooking.

3. Warning: Handling the brass material on this product exposes you to lead, a chemical
known to the state of California to cause cancer, birth defects or other reproductive
harm. (Wash hands after handling this product.)

4. For more information go to this website: www.p65warning.ca.gov

!



Your   comes equipped to be converted to the opposite gas. Each 
 comes "GAS SPECIFIC", natural gas and packed with an LP gas conversion 

HOW DO I CONVERT MY GAS TYPE?
A professional plumber or  professional should be used to convert 

kit is included in your grill.

GAS PROFESSIONAL INSTALLERS 



LP  models are designed for 
use with a standard 20lb. Liquid Propane 
Gas (LP Gas) tank (sold separately. Never 
connect your  to an LP Gas 
tank that exceeds this capacity. A tank of 
approximately 12 inches in diameter by 

LP  Gas tank to use. You must use an

Prevention Device. This safety feature

can cause a malfunction of the LP Gas tank.
The LP Gas tank must be constructed 
and marked in accordance with the 

U.S. Department of Transportation (D.O.T. 
or the National Standard of Canada, CAN/
CSA-B339, Cylinders, Spheres and Tubes 
for Transportation of Dangerous Goods, 
and Commission; as applicable.
The LP Gas tank must have a shutoff valve, 
terminating in an LP Gas supply tank valve 
outlet, that is compatible with a Type 1 tank 
connection device. The LP Gas tank must 
also have a safety relief device that has a 
direct connection with the vapor space of 
the tank. The tank supply system must be 
arranged for vapor withdrawal.
The LP Gas tank must have a collar to 
protect the tank valve. Never connect an 
unregulated LP gas tank to your 

. The gas regulator assembly 
supplied with 

your  is adjusted to have an 
outlet pressure of 11" water column (W.C.) 
for connection to an LP gas tank. Only use 
the regulator and hose assembly supplied 
with your .
Replacement hose and regulator assembly 
must be identical to those listed in the parts 

by .
Have your LP Gas dealer check the release 

free of defects. Always keep LP Gas tank in 
upright position. Do not subject the LP Gas 
tank to excessive heat.
Never store an LP Gas tank indoors. If you 
store your  in the garage 
always 

safely outside.
LP Gas tanks must be stored outdoors in a 
well-ventilated area and out of the reach of 
children. Disconnected LP Gas tanks must 
not be stored in a building, garage or any 
other enclosed area.
The regulator and hose assembly can be 
seen by opening the cart or island doors. 
They must be inspected before each use of 
the grill. If the hose is damaged in any way, it 
must be replaced prior to using the grill again.
The  is setup to operate  with 
a LP Gas Cylinder equipped with an OPD 

Do not store a spare LP-Gas tank under or near 

percent full; and if the information is not followed 

may occur.

! WARNING !



Type 1 connection
per ANSI Z21.58b-2012/CSA 
1.6b-2012

Quick 
Coupling 
Nut

 

NOTE: No Appliance 
Regulator Is Used When 
An LP Tank And Type 1 
Connector And Regulator 
Are Used.

CHECK ALL CONNECTIONS 
FOR LP GAS LEAKS.

season, or every time your LP Gas tank is 
changed, you must check for gas leaks. 

FOLLOW THESE THREE STEPS:

1. Make a soap solution by mixing one part
liquid detergent and one part water.

2. Turn the grill Control Knobs to the full OFF
position, then turn the gas ON at source.

3. Apply the soap solution to all gas
connections. If bubbles appear in the
soap solution the connections are not

tighten or repair as necessary.

with Hose 
(LPG)

Regulator 

Gas Valve/

Manifold 

Assembly

LP Gas Tank



1. Do not store spare LP cylinder within 10 feet
(3m) of this appliance.

2. Do not store or use gasoline or other

(8m) of this appliance.
3. When cooking with oil/grease, do not allow

the oil/grease to get hotter 350°F (177°C).
4. Do not leave oil/grease unattended.

Failure to read and follow the Use and Care 

that could cause serious bodily injury, death, or 
property damage.



Gas 
Supply

Inside 
Wall

Outside 
Wall

Shut-Off

Male 
Fitting

To 
Regulator

Quick Disconnect 
When Using 12ft. Hose

Locking 
Shut-Off

Flex-Line Or 
12" Hose

Regulator

Swivel 
Nut

12ft. Hose 
Or Flex Line 



CHECK ALL CONNECTIONS 
FOR GAS LEAKS

leaks. Follow these three steps: 





WARNING
MAXIMUM RUNS FOR ALL  

APPLIANCES ON SUPPLY LINE
Run Length      

3/4” Pipe (in feet)
Max BTU for all  

Appliances on line

10 360,000

20 245,000

30 198,000

40 169,000

50 150,000

60 135.000

70 123,000

80 115,000





Installing this product into a combustible  
enclosure without an appropriate   
non-combustible barrier could result in fire, 
property damage and personal injury.  

The  Built in model is designed for easy installation into a non-combustible masonry enclosure. 

The BBQ must be surrounded by non-combustible material like Brick or Hardibacker but should 
never be installed into a wood island without a non-combustible barrier surrounding the gas appliance   
accessory.

The gas appliance drops into the cutout opening and sits on top of the countertop resting on the side
and back flanges of the appliance.  There is no need to fasten the gas appliance to the island.
Accessory must be able to be removed for general maintenance so do not grout sides or fasten in. 

  

There is a minimum of 6" clearance behind the appliance.  There is a required 14" clearance on each 
side of the gas appliance accessory  

Minimum clearance from sides and back of unit to adjacent combustible 
construction below the countertop where the unit is installed are 16” 
from sides and 16” from back. 

Use your gas appliance at least 16" away from any wall or surface.   
Use your gas appliance 16" from any combustible objects that can   
melt or catch fire such as vinyl or wood siding, fences, overhangs, 
 
  
or any other sources of ignition; including pilot lights and live   
electrical appliances.
Do not use your gas appliance under any overhead combustible  
construction. Never use your gas appliance accessory in a garage,  
porch, shed, breezeway, or any other enclosed area.
Never use your gas appliance accessory on a balcony, deck, or patio 
above the ground floor of your home.
In windy conditions, always position the front of the gas appliance 
to face oncoming wind to reduce heat and smoke blowing in your face,  
and to prevent potential hazards to yourself and the gas appliance. 

6"

Page 19





FOR CLEANING, REFER TO 
METHODS 1-3 BELOW:

METHOD 1: Bend a stiff wire or wire 
coat hanger into a small hook as shown 
and run the hook through the Burner 
Tube and inside the Burner several times 
to remove debris.

METHOD 2: Use a bottle brush with a 

the Burner Tube and inside the Burner 
several times to remove any debris.

METHOD 3: Use an air hose to force air 
through each Burner Tube. The forced 
air should pass debris or obstructions 
through the Burner and out the Ports.







WARRANTY TERMS FOR 

 Stainless Steel Gas Grills



Parts Not Under Warranty

Warranty Parts

required



Before calling 



  BURNER EXPLODED PARTS VIEW

 





.


